# Contents

**Preface**

**Measurement, scaling and calibration**  
BRISTOW, C. S. & WILLIAMSON, B. J. Spectral gamma ray logs: core to log calibration, facies analysis and correlation problems in the Southern North Sea  
CORBETT, P. W. M., JENSEN, J. L. & SORBIE, K. S. A review of up-scaling and cross-scaling issues in core and log data interpretation and prediction  
DUNCAN, A. R., DEAN, G. & COLLIE, D. A. L. Quantitative density measurements from X-ray radiometry  
LOVELL, M. A., HARVEY, P. K., JACKSON, P. D., BREWER, T. S. WILLIAMSON, G. & WILLIAMS, C. G. Interpretation of core and log data–integration or calibration?  
RAMSEY, M. H., WATKINS, P. J. & SAMS, M. S. Estimation of measurement uncertainty for *in situ* borehole determinations using a geochemical logging tool  

**Physical and chemical properties**  
AHMADI, Z. M. & COE, A. L. Methods for simulating natural gamma ray and density wireline logs from measurements on outcrop exposures and samples: examples from the Upper Jurassic, England  
HERRON, M. M. & HERRON, S. L. Quantitative lithology: open and cased hole application derived from integrated core chemistry and mineralogy database  
KINGDON, A., ROGERS, S. F., EVANS, C. J. & BRERETON, N. R. The comparison of core and geophysical log measurements obtained in the Nirex investigation of the Sellafield region  
LAUER-LEREDDE, C., PEZARD, P. A., TOURON, F. & DEKEYSER, I. Forward modelling of the physical properties of oceanic sediments: constraints from core and logs, with palaeoclimatic implications  

**Petrophysical relationships**  
BASTOS, A. C., DILLON, L. D., VASQUEZ, G. F. & SOARES, J. A. Core-derived acoustic, porosity & permeability correlations for computation pseudo-logs  
DENICOL, P. S. & JING, X. D. Effects of water salinity, saturation and clay content on the complex resistivity of sandstone samples  
SAMWORTH, J. R. Complementary functions reveal data hidden in your logs  
SHAKEEL, A. & KING, M. S. Acoustic wave anisotropy in sandstones with systems of aligned cracks
Widarsono, B., Marsden, J. R. & King, M. S. *In situ* stress prediction using differential strain analysis and ultrasonic shear-wave splitting 185

Worden, R. H. Dolomite cement distribution in a sandstone from core and wireline data: the Triassic fluvial Chaunoy Formation, Paris Basin 197

WorthINGTON, P. F. Conjunctive interpretation of core and log data through association of the effective and total porosity models 213

Xu, S. & White, R. Permeability prediction in anisotropic shaly formations 225

**Integration of core and borehole images**

Goodall, T. M., Møller, N. K. & RønningSland, T. M. The integration of electrical image logs with core data for improved sedimentological interpretation 237

Haller, D. & Porturas, F. How to characterize fractures in reservoirs using borehole and core images: case studies 249

Jackson, P. D., Harvey, P. K., Lovell, M. A., Gunn, D. A., Williams, C. G. & Flint, R. C. Measurement scale and formation heterogeneity: effects on the integration of resistivity data 261


Major, C. O., Pirmez, C., Goldberg, D. & Leg 166 Scientific Party High-resolution core–log integration techniques: examples from the Ocean Drilling Program 285

**Applications and case studies**


Barclay, S. A. & Worden, R. H. Quartz cement volumes across oil–water contacts in oil fields from petrography and wireline logs: preliminary results from the Magnus Field, Northern North Sea 327


Bucker, C. J., Delius, H., Wohlenberg, J. & Leg 163 Shipboard Scientific Party. Physical signature of basaltic volcanics drilled on the northeast Atlantic volcanic rifted margins 363

Goncalves, C. A. & Ewert, L. Development of the Cote d’Ivoire–Ghana transform margin: evidence from the integration of core and wireline log data 375


Index 413