# Contents

YOUNGER, P.L. & ROBINS, N.S. Challenges in the characterization and prediction of the hydrogeology and geochemistry of mined ground  

BOOTH, C.J. The effects of longwall coal mining on overlying aquifers  

WOLKERSDORFER, C. Mine water tracing  

WHITWORTH, K.R. The monitoring and modelling of mine water recovery in UK coalfields  

DUMPLETON, S. Effects of longwall mining in the Selby Coalfield on the piezometry and aquifer properties of the overlying Sherwood Sandstone  

ADAMS, R. & YOUNGER, P.L. A physically based model of rebound in South Crofty tin mine, Cornwall  

ROBINS, N.S., DUMPLETON, S. & WALKER, J. Coalfield closure and environmental consequence – the case in south Nottinghamshire  

MCKELVEY, P., BEALE, G., TAYLOR, A., MANSELL, S., MIRA, B., VALDIVIA, C. & HITCHCOCK, W. Depressurization of the north wall at the Escondida Copper Mine, Chile  

KUMA, J.S., YOUNGER, P.L. & BOWELL, R.J. Hydrogeological framework for assessing the possible environmental impacts of large-scale gold mines  

BANWART, S.A., EVANS, K.A. & CROXFORD, S. Predicting mineral weathering rates at field scale for mine water risk assessment  

BOWELL, R.J. The hydrogeochemical dynamics of mine pit takes  

SAALTINK, M.W., DOMENECH, C., AYORA, C. & CARRERA, J. Modelling the oxidation of sulphides in an unsaturated soil  

GANDY, C.J. & EVANS, K.A. Laboratory and numerical modelling studies of iron release from a spoil heap in County Durham  


NUTTALL, C.A. & YOUNGER, P.L. Secondary minerals in the abandoned mines of Nenthead, Cumbria as sinks for pollutant metals  

YOUNGER, P.L., The importance of pyritic roof strata in aquatic pollutant release from abandoned mines in a major, oolitic, berthierine–chamosite–siderite iron ore field, Cleveland, UK  

LEBLANC, M., CASIOT, C., ELBAZ-POULICHET, F. & PERSONNÉ, C. Arsenic removal by oxidizing bacteria in a heavily arsenic-contaminated acid mine drainage system (Carnoulès, France)  


BANKS, D., PARNACHEV, V.P., FRENGSTAD, B., HOLDEN, W., VEDERNIKOV, A.A. & KANNACHUK, O.V. Alkaline mine drainage from metal sulphide and coal mines: examples from Svalbard and Siberia  

HATTINGH, R.P., PULLES, W., KRANTZ, R., PRETORIUS, C. & SWART, S. Assessment, prediction and management of long-term post-closure water quality: a case study–Hlobane Colliery, South Africa  

NUTTALL, C.A., ADAMS, R. & YOUNGER, P.L. Integrated hydraulic–hydrogeochemical assessment of flooded deep mine voids by test pumping at the Deerplay (Lancashire) and Frances (Fife) Collieries
LOREDO, J., ORDÓÑEZ, A. & PENDÁS, F. Hydrogeological and geochemical interactions of adjoining mercury and coal mine spoil heaps in the Morgao catchment (Mieres, NW Spain) 327

NEUMANN, I. & SAMI, K. Structural influence on plume migration from a tailings dam in the West Rand, Republic of South Africa 337

JOHNSON, K.L. & YOUNGER, P.L., Hydrogeological and geochemical consequences of the abandonment of Frazer’s Grove carbonate-hosted Pb/Zn fluor spar mine, north Pennines, UK 347

HOLTON, D., KELLY, M. & BAKER, A. Paradise lost? Assessment of liabilities at a Uranium mine in the Slovak Republic: Novoveska Huta 365

REES, S.B., BOWELL, R.J. & WISEMAN, I. Influence of mine hydrogeology on mine water discharge chemistry 379

It is recommended that reference to all or part of this book should be made in one of the following ways:
