Contents

MEES, F., SWENNEN, R., VAN GEET, M. & JACOBS, P. Applications of X-ray computed tomography in the geosciences 1

CARLSON, W. D., ROWE, T., KETCHAM, R. A. & COLBERT, M. W. Applications of high-resolution X-ray computed tomography in petrology, meteoritics and palaeontology 7

AKIN, S. & KOVSCEK, A. R. Computed tomography in petroleum engineering research 23


VAN GEET, M., LAGROU, D. & SWENNEN, R. Porosity measurements of sedimentary rocks by means of microfocus X-ray computed tomography (μCT) 51

VANDERSTEEN, K., BUSSELEN, B., VAN DEN ABEELE, K. & CARMELIET, J. Quantitative characterizations of fracture apertures using microfocus computed tomography 61

SELLERS, E., VERVOORT, A. & VAN CLEYNENBREUGEL, J. Three-dimensional visualization of fractures in rock test samples, simulating deep level mining excavations, using X-ray computed tomography 69

VOGEL, J. R. & BROWN, G. O. Geostatistics and the representative elementary volume of gamma ray tomography attenuation in rock cores 81

GÉRAUD, Y., SURMA, F. & MAZEROLLE, F. Porosity and fluid flow characterization of granite by capillary wetting using X-ray computed tomography 95

HIRONO, T., TAKAHASHI, M. & NAKASHIMA, S. Direct imaging of fluid flow in fault-related rocks by X-ray CT 107

ROUSSET-TOURNIER, B., MAZEROLLE, F., GÉRAUD, Y. & JEANNETTE, D. Rock drying tests monitored by X-ray computed tomography – the effect of saturation methods on drying behaviour 117

RUÍZ DE ARGANDOÑA, V. G., RODRIGUEZ-REY, A., CELORIO, C., CALLEJA, L. & SUÁREZ DEL RÍO, L. M. Characterization by X-ray computed tomography of water absorption in a limestone used as building stone in the Oviedo Cathedral (Spain) 127

ANDERSON, S. H., WANG, H., PEYTON, R. L. & GANTZER, C. J. Estimation of porosity and hydraulic conductivity from X-ray CT-measured solute breakthrough 135

ROGASIK, H., ONASCHI, I., BRUNOTTE, J., JEGOU, D. & WENDROTH, O. Assessment of solid structure using X-ray computed tomography 151

DELERUE, J. F., PERRIER, E., TIMMERMAN, A. & SWENNEN, R. 3D soil image characterization applied to hydraulic properties computation 167

KARACAN, C. O., GRADER, A. S. & HALLECK, P. M. Evaluation of local porosity changes in limestone samples under triaxial stress field by using X-ray computed tomography 177

THOMSON, P. R. & WONG, R. C. K. Monitoring void ratio redistribution during continuous undrained triaxial compression by X-ray computed tomography 191

O’NEILL, M. A., GOODWIN, A. K., ANDERSON, W. F. The use of X-ray computed tomography in the investigation of the settlement behaviour of compacted mudrock 199

FLISCH, A. & BECKER, A. Industrial X-ray computed tomography studies of lake sediment drill cores 205
**CONTENTS**

**Schreurs, G., Hänni, R., Panien, M. & Vock, P.** Analysis of analogue models by helical X-ray computed tomography 213

**Stock, S. R. & Veiss, A.** Preliminary microfocus X-ray computed tomography survey of echinoid fossil microstructure 225

Index 237